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FG
Series

Platform Scales

-N-E-W-

Just 1 Second
Just 1 Second

FG-150KAL
FG-60KAL
FG-150KAM
FG-60KAM
FG-30KAM
FG-150KBM
FG-60KBM
FG-30KBM

FG-150KAL

FG-30KAM

FG-60KBM



FG-30KAM
FG-30KBM

30

0.01

0.005*

0.002

60

0.02

0.01*

0.005

960

0.5

0.2*

0.1

120,000 pcs

0.25g

0.005kg

±0.01kg

30kg / 60lb

FG-60KAL

60

0.02

0.01*

0.005

150

0.05

0.02*

0.01

2400

1

0.5*

0.2

96,000 pcs

0.625g

0.01kg

±0.02kg

60kg / 150lb

FG-150KAL

150

0.05

0.02*

0.01

300

0.1

0.05*

0.02

4800

2

1*

0.5

120,000 pcs

1.25g

0.02kg

±0.05kg

150kg / 300lb

FG-60KAM
FG-60KBM

60

0.02

0.01*

0.005

150

0.05

0.02*

0.01

2400

1

0.5*

0.2

96,000 pcs

0.625g

0.01kg

±0.02kg

300 x 380mm / 11.8 x 15.0inches

FG-KAM: 300(W) x 624(D) x 781(H)mm / FG-KBM: 380(W) x 464(D) x 118(H)mm

FG-KAM: 11.2kg / FG-KBM: 9.7kg

60kg / 150lb

FG Series Specifications

Weight capacity (kg)

Min. display (kg)

Weight capacity (lb)**

Min. display (lb)**

Weight capacity (oz)**

Min. display (oz)**

No. of samples

Max. counts

Min. unit weight

Repeatability (Std. deviation)

Linearity error

Sensitivity drift

Display

Display update

Operating temp

Power supply

Battery operating

Weighing pan size

Dimension

Weight (approximately)

Calibration weight (Factory setting)

* Factory setting

** U.S.A. version only

5 (can be changed to 10, 20, 50 or 100 ) pieces

±20ppm /°C (10°C~30°C / 50°F~86°F)

7 segment LCD display (Character height 26mm)

10 times per second

—10°C~40°C / 14°F~104°F, less than 85% RH (no condensation )

AC adapter or C size (R14P / LR14) x 4 batteries

Approximately 150 hours with alkaline dry cell battery

390 x 530mm / 15.4 x 20.9inches

390(W) x 771(D) x 781(H)mm

16.4kg

FG-150KAM
FG-150KBM

150

0.05

0.02*

0.01

300

0.1

0.05*

0.02

4800

2

1*

0.5

120,000 pcs

1.25g

0.02kg

±0.05kg

150kg / 300lb

*FG-ADCC-02-PR2-05605

3-23-14 Higashi-lkebukuro, Toshima-ku,Tokyo 170-0013 JAPAN
Telephone:[81](3) 5391-6132 Fax:[81](3) 5391-6148
http://www.aandd.jp 

1555 McCandless Drive, Milpitas, CA. 95035 U.S.A.
Telephone:[1](408) 263-5333 Fax:[1](408) 263-0119

32 Dew Street, Thebarton, South Australia 5031 AUSTRALIA
Telephone:[61](8) 8301-8100 Fax:[61](8) 8352-7409

Unit 24/26 Blacklands Way Abingdon Business Park, 
Abingdon, Oxon OX14 1DY United Kingdom
Telephone:[44](1235) 550420 Fax:[44](1235) 550485

<German Sales Office>
Große Straße 13 b 22926 Ahrensburg GERMANY
Telephone:[49](0) 4102 459230 Fax:[49](0) 4102 459231

Manhattan Bldg. 8F, 36-2 Yoido-dong, Youngdeungpo-gu, Seoul, KOREA
Telephone:[82](2) 780-4101 Fax:[82](2) 782-4280

...Clearly a Better Value

Options
FG-23
FG-24

RS-232C serial interface

RS-232C serial interface and comparator relay output

Accessories
AD-8121B
AD-8118B

Dot Matrix Compact Printer

Universal Printer

AD-8121B 
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Multi-Functional Platform Scales

Series
HV/W-C&HV/W-CP

HV-C/HW-Cseries

HV-CP/HW-CPseries

For The Maximum
Possible Throughput



*HVW-C Series-ADCC-01-PR1-17301

HV-15KC
HV-15KCP
3 / 6 / 15*i

0.001 / 0.002 / 0.005*i

6 / 15 / 30*i

0.002 / 0.005 / 0.01*i

96 / 240 / 480*i

0.05 / 0.1 / 0.2*i

30 lb

0.1 oz

150,000

0.001 / 0.002 / 0.005

±0.001 / ±0.002 / ±0.005

250 × 250 mm

9.8 × 9.8 in

275 × 474 × 368 mm

10.8 × 18.7 × 14.5 in

6 kg / 13 lb

7 kg / 15 lb

HV-60KC
HV-60KCP
15 / 30 / 60*i

0.005 / 0.01 / 0.02*i

30 / 60 / 150*i

0.01 / 0.02 / 0.05*i

480 / 960 / 2400*i

0.2 / 0.5 / 1*i

N/A

120,000

Within 1 second

0.005 / 0.01 / 0.02

±0.005 / ±0.01 / ±0.02

330 × 424 mm

13.0 × 16.7 in

330 × 621 × 771 mm

13.0 × 24.5 × 30.4 in

11 kg / 24 lb

12 kg / 26 lb

HV-200KC
HV-200KCP
60 / 150 / 220*i

0.02 / 0.05 / 0.1*i

150 / 300 / 500*i

0.05 / 0.1 / 0.2*i

2400 / 4800 / 8000*i

1 / 2 / 5*i

110,000

0.02 / 0.05 / 0.1

±0.02 / ±0.05 / ±0.1

390 × 530 mm

15.4 × 20.9 in

390 × 712 × 773 mm

15.4 × 28.0 × 30.4 in

17 kg / 37 lb

18 kg / 40 lb

HW-10KC
HW-10KCP

10

0.001

20

0.002

320

0.05

20 lb

0.1 oz

100,000

5, 10, 20, 50 or 100

0.002

±0.002

±20 ppm / ˚C (5 ˚C to 35 ˚C / 41 ˚F to 95 ˚F)

7 segment LCD (Character height: 25 mm) with backlight

3-color, 5-step LED comparator lights

10 times / second

–10 ˚C to 40 ˚C / 14 ˚F to 104 ˚F, 85% R.H. or less (no condensation)

AC adapter or four D batteries (approx. 1200 hours using alkaline batteries, with display backlight and LED comparator lights OFF)

AC adapter

250 × 250 mm

9.8 × 9.8 in

275 × 474 × 368 mm

10.8 × 18.7 × 14.5 in

6 kg / 13 lb

7 kg / 15 lb

HW-60KC
HW-60KCP

60

0.005

150

0.01

2400

0.2

120,000

Within 1.5 seconds

0.01

±0.01

330 × 424 mm

13.0 × 16.7 in

330 × 621 × 771 mm

13.0 × 24.5 × 30.4 in

11 kg / 24 lb

12 kg / 26 lb

HW-100KC
HW-100KCP

100

0.01

200

0.02

3200

0.5

N/A

100,000

0.02

±0.02

390 × 530 mm

15.4 × 20.9 in

390 × 712 × 773 mm

15.4 × 28.0 × 30.4 in

17 kg / 37 lb

18 kg / 40 lb

HW-200KC
HW-200KCP

220

0.02

500

0.05

8000

1

110,000

0.04

±0.04

Specifications

kg

lb

oz

lb-oz

Counting mode

Stabilization time*ii

Repeatability (std. deviation) [kg]

Linearity [kg]

Sensitivity drift

Display

Display update

Operating temperature

Power supply

Weighing pan size

 

Dimensions (W × D × H)

Weight (approx.)

Options
HVW-02CB
HVW-03C
HVW-04C
HVW-08C
HVW-11C
HVW-13
HVW-14

USB interface (bi-directional, type-B)
RS-232C interface (D-Sub 9P)
Comparator relay output/buzzer/contact input interface
Extension cable (5 m)*iii

Wall-mount bracket
Large roller conveyer (for the 100 to 200 kg capacity models)
Medium-size roller conveyer (for the 60 kg capacity models)

Accessories
AD-8127
AD-8526
AD-8527
AD-8920A
AD-8922A
AX-PP147-S
AX-SW128

Compact printer
Serial/Ethernet converter
Quick USB adapter
Remote display
Remote controller
Paper for the built-in printer (5 rolls)
Foot switch

Capacity

Min. display

Capacity

Min. display

Capacity

Min. display

Capacity

Min. display

Max. countable number

Number of samples

HV/W-C series

HV/W-CP series

HV/W-C series

HV/W-CP series

...Clearly a Better Value

Vereyskaya str.17, Moscow, 121357 RUSSIA
Telephone: [7] (495) 937-33-44 Fax: [7] (495) 937-55-66

509 Udyog Vihar Phase V
Gurgaon-122 016, Haryana, INDIA
Telephone: [91](124) 471-5555  Fax: [91](124) 471-5599

A&D Instruments India Private Limited

3-23-14 Higashi-lkebukuro, Toshima-ku,Tokyo 170-0013 JAPAN
Telephone:[81](3) 5391-6132 Fax:[81](3) 5391-6148
http://www.aandd.jp

Unit 24/26 Blacklands Way Abingdon Business Park, 
Abingdon, Oxon OX14 1DY UNITED KINGDOM
Telephone:[44](1235) 550420 Fax:[44](1235) 550485

1756 Automation Parkway, San Jose, CA  95131 U.S.A.
Telephone:[1](408) 263-5333 Fax:[1](408) 263-0119

A&D Australasia Pty Ltd.
32 Dew Street, Thebarton, South Australia 5031 AUSTRALIA
Telephone:[61](8) 8301-8100 Fax:[61](8) 8352-7409

<German Sales Office>
Hamburger Straße 30 D-22926 Ahrensburg GERMANY
Telephone:[49](0) 4102 459230 Fax:[49](0) 4102 459231

817, Manhattan Bldg., 33, Gukjegeumyung-ro 6-gil,
Yeongdeungpo-gu, Seoul, 07331, KOREA
Telephone:[82](2) 780-4101 Fax:[82](2) 782-4280

*iii  Recalibration is required after connecting the extension cable.

*i   Multi-interval: The lighter the target object is, the finer the readability becomes.

*ii  Time required for the last digit to settle (the stabilization mark will be lit one second after), which is subject 
to the weighing environment, response characteristic setting and how the target object is placed.

Optional 

Counting
FunctionClock & Calendar

12

6

39

Comparator
Function

Auto Power
ON

ON
IP65Universal

Flexi Coms

HV/W-CP HV/W-C Platform
only

HVW-02CB HVW-03C HVW-04C

USB
Interface



A&D Instruments India Private Limited

A&D Australasia Pty Ltd.



*SW-ADCC-02-PR2-12403

Unit 24/26 Blacklands Way Abingdon Business Park, 
Abingdon, Oxon OX14 1DY UNITED KINGDOM
Telephone:[44](1235) 550420 Fax:[44](1235) 550485

<German Sales Office>
Große Straße 13 b 22926 Ahrensburg GERMANY
Telephone:[49](0) 4102 459230 Fax:[49](0) 4102 459231

Manhattan Bldg. 8F, 36-2 Yoido-dong, Youngdeungpo-gu, Seoul, KOREA
Telephone:[82](2) 780-4101 Fax:[82](2) 782-4280

...Clearly a Better Value

Vereyskaya str.17, Moscow, 121357 RUSSIA
Telephone: [7] (495) 937-33-44 Fax: [7] (495) 937-55-66

509 Udyog Vihar Phase V
Gurgaon-122 016, Haryana, INDIA
Telephone: [91](124) 471-5555  Fax: [91](124) 471-5599

AA&D InstD Instruments India Pruments India Private e Limitedmited

SW-6KS
6

0.002

0.001 *

0.0005

13

0.005

0.002 *

0.001

210

0.1

0.05 *

0.02

13

0.1

120,000 pcs

0.00005 kg

0.001 kg

±0.002 kg

6 kg

12 lb

SW-15KS
15

0.005

0.002 *

0.001

33

0.01

0.005 *

0.002

520

0.2

0.1 *

0.05

33

0.1

150,000 pcs

0.0001 kg

0.002 kg

±0.005 kg

15 kg

30 lb

SW-15KM
15

0.005

0.002 *

0.001

33

0.01

0.005 *

0.002

520

0.2

0.1 *

0.05

33

0.1

150,000 pcs

0.0001 kg

0.002 kg

±0.005 kg

15 kg

30 lb

SW-30KM
30

0.01

0.005 *

0.002

66

0.02

0.01 *

0.005

1050

0.5

0.2 *

0.1

66

0.1

150,000 pcs

0.0002 kg

0.005 kg

±0.01 kg

30 kg

60 lb

SW-60KM
60

0.02

0.01 *

0.005

130

0.05

0.02 *

0.01

2100

1

0.5 *

0.2

130

1

120,000 pcs

0.0005 kg

0.01 kg

±0.02 kg

60 kg

120 lb

SW-150KM
150

0.05

0.02 *

0.01

330

0.1

0.05 *

0.02

5200

2

1 *

0.5

330

1

150,000 pcs

0.001 kg

0.02 kg

±0.05 kg

150 kg

300 lb

SW-60KL
60

0.02

0.01 *

0.005

130

0.05

0.02 *

0.01

2100

1

0.5 *

0.2

130

1

120,000 pcs

0.0005 kg

0.01 kg

±0.02 kg

60 kg

120 lb

SW-150KL
150

0.05

0.02 *

0.01

330

0.1

0.05 *

0.02

5200

2

1 *

0.5

330

1

150,000 pcs

0.001 kg

0.02 kg

±0.05 kg

150 kg

300 lb

* Factory setting

5 pieces (Can be changed to 10, 20, 50 or 100)

±20 ppm / °C (5 °C to 35 °C / 41 °F to 95 °F)

Weight: 7 segment LED display (Character height: 14.6 mm)
Comparator:  Red/Yellow/Green/Yellow/Red LED

10 times per second

–10 °C to 40 °C / 14 °F to 104 °F

AC main (100 V ~ 240 V) or
SLA Battery (option), Approx. 90 hours (depends on usage)

300 x 380 mm / 11.8  x 15.0 in.

300(W) x 601(D) x 722.5(H) mm
11.8(W) x 23.7(D) x 28.4(H) in.

13.0 kg / 28.7 lb

250 x 250 mm / 9.8  x 9.8 in.

250(W) x 480(D) x 353.5(H) mm
9.8(W) x 18.9(D) x 13.9(H) in.

7.7 kg / 17.0 lb

390 x 530 mm / 15.4 x 20.9 in.

390(W) x 751(D) x 722.5(H)  mm
15.4(W) x 29.6(D) x 28.4(H) in.

16.2 kg / 35.7 lb

Specifications

kg

lb

oz

lb-oz

Number of samples 

Maximum count

Minimum unit weight

Repeatability
(Std. deviation)

Linearity

Sensitivity drift

Display

Display update

Operating conditions

Power supply

Weighing pan size

Dimensions
(for the pole type)

Mass (approximate)
(for the pole type)

Calibration weight
(factory setting)

OP-10
OP-11

* OP-03 and OP-04 cannot be used at the same time.

* The SW is not IP69K compliant with OP-03 or OP-04.

Long pole stand
Desktop/wall-mount stand

OP-02
OP-03*
OP-04*
OP-09

Options Sealed lead acid rechargeable battery
RS-232C＋comparator relay output
RS-422/485
Short pole stand (for SW-6KS/15KS)

Capacity

Min. display

Capacity

Min. display

Capacity

Min. display

Capacity

Min. display

SB-6K13SW
6 kg

0.27 ± 0.2 mV/V

SB-15K13SW
15 kg

0.11 ± 0.2 mV/V

SB-15K14SW
15 kg

0.5 mV/V ± 10%

SB-30K14SW
30 kg

SB-60K14SW
60 kg

0.07 ± 0.2 mV/V

SB-150K14SW
150 kg

0.03 ± 0.2 mV/V

1 mV/V ± 10%

SB-60K15SW
60 kg

0.11 ± 0.2 mV/V

SB-150K15SW
150 kg

0.04 ± 0.2 mV/V

300 x 380 mm / 11.8  x 15.0 in.

8.2 kg

0.13 ± 0.2 mV/V

0.03% of rated output

−10 °C to 40 °C / 14 °F to 104 °F

DC 15 V

1780  ± 50  

1600    ± 10   

Greater than 5000 M    at DC 50 V

ø 6 x 1.5 m, shielded cable including 4 wires

1 mV/V ± 10%

250 x 250 mm / 9.8  x 9.8 in.

3.7 kg

390 x 530 mm / 15.4 x 20.9 in.

11.2 kg

Specifications (base unit only)

Capacity

Zero balance

Rated output

Linearity & hysteresis

Compensated

temprature range

Max. exitation voltage

Input terminal

resistance

Output terminal

resistance

Isolation resistance

Cable

Weighing pan size

Mass (approximate) 

3-23-14 Higashi-lkebukuro, Toshima-ku,Tokyo 170-0013 JAPAN
Telephone:[81](3) 5391-6132 Fax:[81](3) 5391-6148
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1756 Automation Parkway, San Jose, CA  95131 U.S.A.
Telephone:[1](408) 263-5333 Fax:[1](408) 263-0119

32 Dew Street, Thebarton, South Australia 5031 AUSTRALIA
Telephone:[61](8) 8301-8100 Fax:[61](8) 8352-7409

A&D Australasia ia Pty y Ltd.d.


